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Cutter capacity 
75mm x 75mm

Twist drill 
capacity 

16mm

Tap capacity 
 M3 to M24

Maximum
40mm (MT3)

Variable speed - secondary 
motor protection

Powerful 
1800W motor

High performance 
2 speed gearbox

Quick release 
capstan arm 

3 Morse
Taper arbor 

High powered 
magnet 18,500N 

Optional 
swivel base

Mounted 
coolant bottle

Internal 
motor cable

Weight 23kg

Ergonomic
carry handle 

Cutsmart™ - primary 
motor protection 

User friendly 
controls 

Element™ 75 • Specifications
Model Number

Motor Specification

No Load RPM

Max Hole Cutting Capacity

Overall Dimensions

Machine Weight

Magnetic Adhesion

Magnet Size

Drill Chuck Capacity

Safety Features

Element 75/1    Element 75/3

110V 1800W / 230V 1800W

Low Gear: 70 - 200 RPM / High Gear: 180 - 500 RPM 

ø75 x 75mm Deep - 26mm with MT Drill

Max Height 713mm / Width 214mm with Capstan / Length 375mm with guard

23kg

18,500N

220mm x 114mm

16mm

CutsmartTM Technology / Fixed Guard / Magnetic Detection / Secondary Motor Protection

Large capacity machine 
for drilling larger holes to 
75mm.

Forward and reverse 
functionality means you can 
also tap.

Maximise performance, 
machine and tool life.

Cutsmart™ technology


